
Each Proair Blower can be applied both as vacuum pump and compressor in
continuous operation over the total stated performance curve range. The
motors are available as standard for the input voltage range of 50 and 60 Hz
and for protection category IP 55 as well as approbated for UL and CSA.
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The performance curves are based on air at a temperature of 15 °C and an
atmospheric pressure of 1013 mbar with a tolerance of +/- 10 %.
The total pressure differences are valid for suction and ambient temperatures
up to 25 °C.
For other conditions please confer with us.
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total pressure difference (vacuum)△ pmbar← total pressure difference (gauge) △ p mbar
→

total pressure difference (vacuum)△ pmbar← total pressure difference (gauge) △ p mbar
→

total pressure difference (vacuum)△ pmbar← total pressure difference (gauge) △ p mbar
→

Performance Curve for Vacuum Performance Curve for Pressure

0,95

1,5 (116)
1,3 (511)

1,75 (521)
1,75 (735)

2,1

2,55

0,85

1,1
1,3

1,5 (521)
1,5 (735)

1,6
2,2

0,95

1,5 (116)
1,3 (511)

1,75 (521)
1,75 (735)

2,1

2,55

0,85

1,1

1,3
1,5 (521)
1,5 (735)

1,6
2,2

0,95

1,5 (116)
1,3 (511)

1,75 (521)
1,75 (735)

2,1

2,55

0,85

1,1
1,3

1,5 (521)
1,5 (735)

1,6

2,2

0,95

1,5
(116) 1,3

(511) 1,75 (521)
1,75 (735)

2,1

2,55

0,85

1,1
1,3 1,5 (521)

1,5 (735)
1,6

2,2

0,95

1,5 (116)
1,3 (511)

1,75 (521)
1,75 (735)

2,1

2,55

0,85

1,1

1,3 1,5 (521)
1,5 (735)

1,6

2,2

0,95
1,5

(116)

1,3
(511)

1,75 (521)
1,75 (735)

2,1

2,55

0,85

1,1
1,3

1,5 (521)
1,5 (735)

1,6

2,2

PROAIR SIDE CHANNEL BLOWER

SIDE CHANNEL BLOWER

A-5MSPROAIRA



A-5MS

A-5MS

A5MS-106

A5MS-116

A5MS-126

A5MS-136

A5MS-511

A5MS-521

A5MS-735

A5MS-511

A5MS-521

A5MS-735

A5MS-106

A5MS-116

A5MS-126

A5MS-136

X-Holes

PROAIR SIDE CHANNEL BLOWER

03.2015

PROAIRA


